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TOWN OF PURCELLVILLE
BOARD OF ARCHITECTURAL REVIEW

April 21, 2014
7:30 p.m.

Call to Order - Pat Giglio, Chairman

Public Comments — Citizens who are not representing an application before the Board will
be given an opportunity to speak (3 minute limit per speaker)

Action Items — Additions, Alterations & Demolitions:
a) None

Action Items — Amendments:
a) None

Action Items — New Construction:
a) None

Discussion Items
a) CDA14-04 Southern States (261 North 21% Street)

Information ltems
a) None

Approval of Minutes:
a) February 18, 2014 Regular Meeting
b) March 18, 2014 Regular Meeting

Adjournment

If you require any type of reasonable accommodation as a result of physical, sensory or mental disability in order to
participate in this meeting OR if you would like an expanded copy of this agenda, please contact the Department of
Planning at (540) 338-2304 at least twenty-four hours in advance of the meeting. Expanded copies of the agenda
may not be available the night of the meeting, please request a copy in advance.

USE OF ELECTRONIC DEVICES DURING MEETINGS For the comfort and consideration of others, all cellular

phones must be turned off and cannot be used in the Council Chambers. Pagers must be set on silent or vibrate
mode. This is requested because of potential interference with our recording devices and the transmittal of our
hearing impaired broadcast.



rcellville

Virginia
STAFF REPORT
TO: Chairman and Members of the Board of Architectural Review
FROM:  Daniel Galindo, AICP
RE: CDA14-04 Southern States Preliminary Review
DATE:  April 18,2014
Name:  Southern States Location: West of N 21* just north of downtown
Project: N/A Tax Map Number: /35A1/222///4] & /35////////69B
Address: 261 North 21* Street Loudoun County PIN: 488-46-5723 & 488-46-4527
Located in the Historic District? Yes Contributing Structure? No
Zoning District:  C-4/HC Conformity: N/A

Construction of 12,000 sf building to replace existing building constructed in the 1950s. Construction
Comments: would be phased to allow the business to stay open during construction.

The application is evaluated under the Design Guidelines for the Town of Purcellville, Virginia (Guidelines).

BACKGROUND

The Southern States Loudoun County Cooperative is planning to build a new 12,000 square foot retail and
warehouse building at its existing location to replace the existing 1950s building which will be demolished.
Construction on the site will be phased, as shown on site plan TP14-01 currently under review by the Department
of Community Development, to allow the business to stay open throughout construction. Because the existing
building does not qualify as a historic structure under the definition contained within Article 14A, Section 2.4 of
the Zoning Ordinance, BAR approval of its demolition is not required.

Southern States originally submitted
documents for a prototype facility that lacked
some of the information required for BAR
consideration. Conversations between the
applicant and staff led the applicant to agree
to an initial informal discussion of the
application at staff’s request. Drawings at the
| required 1/4” = 1’ scale and answers to staff
guestions have since been submitted to aid the
discussion. That response is attached to this
preliminary report. Formal approval will be
requested at a later meeting.




GUIDELINESANALYSIS

The following issues should be considered by the BAR while evaluating CDA14-04:

1.

10.

As a prototype design, the building has not been tailored in any way to specifically address the Town’s
Guidelines. (Example photographs of an existing store with the same general design have been provided
for the Board’s review.) The Guidelines repeatedly emphasize similar themes that new structures should:
“reflect the traditional architecture and character of the Town” (pg. 4), be “compatible with the prevailing
and recognized historic architectural character of the surrounding area” (pg. 6), “incorporate those
characteristics of the Town that exhibit a positive distinctive architectural style” (pg. 7), and “respect
Purcellville’s historic architectural styles rather than be transplants of ubiquitous franchise architectural
styles found across the country” (pg. 10).

The prototype design is largely unarticulated while the Guidelines encourage dividing walls into
structural bays, breaking wall fagades with vertical and horizontal articulation, and breaking storefront
facades with elements that are human scale. (See Facgade Articulation, pg. 12)

Other than the glass used for the entry vestibule, the storefront lacks windows which are encouraged by
the Guidelines. Alternatively, the Guidelines recommend “closed in” glass storefront displays when
“windows are not desired given the function of the building” (pg. 14).

The Guidelines discourage the use of primary colors on facade exteriors (pg. 15) while the metal roof and
downspouts along the front facade and gutters for the entire building are proposed as “Southern States
Blue.” (It is unclear whether the remainder of the roof would utilize the same color.)

The proposed windows lack any of the articulations recommended by the Guidelines such as shutters,
holdbacks, cornices and sills (pg. 15).

Dark bronze aluminum doors and storefront framing are proposed for the building. The Guidelines state a
preference for wood over aluminum, but when aluminum is necessary, a pre-finished color is preferred.
However, mill and dark bronze finishes are strongly discouraged (pg.17).

The Guidelines include the proposed metal siding and unfinished wood within the list of “discouraged”
building materials (pg. 18). (Note that all “unfinished” wood would receive a clear seal coating.)

Exposed steel columns are proposed, but these are not allowed by the Guidelines (pg. 19). (Note that all
of the steel columns would be painted.)

The proposed columns lack the traditional base and column expression encouraged by the Guidelines (pg.
19).

The applicant is proposing to screen external equipment with farm equipment that will be displayed in the
area, but the Guidelines require the method of screening to be “architecturally integrated with the
structure in terms of materials, color, shape and size” (pg. 19).

ACTION:
Note that due to the meeting being rescheduled without the placement of a public notice in the newspaper, the
BAR is prohibited from taking any formal action at this meeting.
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7 SOUTHERN STATES

Farmer owned since 1923,

Mr. Daniel Galindo, AICP
Town of Purcdlville

221 S. Nursery Avenue
Purcellville, Virginia 20132
(540) 338-2304 Phone

In response to your questions regarding discrepancies in the plans and application
submitted for BAR consideration, | have prepared the following responses:

1. The building elevations and a dimensioned outline of the building (floor plan would
suffice) must be resubmitted at a minimum scale of %2” = 1’ per Section 54-76(b)(2) of
the Town Code.

A new set of Architectural drawings have been prepared and submitted of the
floor plan and exterior elevations of the building in the required scale.

2. Color Clarification: It is not clear to me which of the colors on the supplied ATAS color
sheet are applicable to the colors noted on the drawings.

a. | note that the sheet has an Acrylic Coated Galvalume while “Galvalume” is
called out on the drawings and that a Dark Bronze Anodized is on the sheet
while the application states that the storefront is to be dark bronze. Do these
correspond? If not, what examples are to be used?

Galvalume is the general type of metal panel to be used on the main roof of the
new building. The exact panel may vary slightly based on the manufacturer of
the metal building. The canopy and storefront will use different materials from
the main roof section.

b. None of the supplied colors appear to match the blue in the color photos of the
existing Southern States store, so | am assuming that none of these colors are
“Southern States Blue.” If I'm wrong, which color corresponds?

The “Model Store” plans call for “Southern States Blue” on the front canopy
metal roof and wall panels. You are correct that there is no exact color match
provided by Atas (or any other manufacturer). We have found if we can get
metal panels in a very close color from the manufacturer, they will give a finish
warranty that exceeds any paint we could use on the metal panels. The color
from Atas that we intend to use for the canopy roof and wall panels is Regal
Blue.

c.  Which gray will be used for the stucco?

The stucco will be painted with our “Southern States Gray” which is a light gray
acrylic paint (see pictures provided of other stores).

d. Which tan will be used for the wall panels under the canopy?

The wall panels will be a board and batten style (MPW120 — see cut sheet
provided) in the color Rawhide. | will bring a sample of the panel and color to
the BAR meeting.



e. What color is proposed for the metal siding on the remaining 3 sides of the
building?
Once again, since each contractor that bids the project may use a different
metal building manufacturer, we cannot give a particular color. Our general
guideline is to use a light gray color similar to “Southern States Gray”.
f.  What color is proposed for the downspouts on the remaining 3 sides of the
building?
We will use the same Regal Blue color for all gutters. Downspouts will be Regal
Blue on the front, while matching the wall panel color of the main building on
the sides and back.
g. What colors are proposed for the loading dock door and other doors around
the building?
Color of all doors will be gray (to be selected by SS based color chart provided by
contractor’s supplier/manufacturer).
h. What color is proposed for the painted pipe guardrail?
The guardrail around the HVAC equipment will remain galvanized steel.
i.  What color is the exposed metal building column proposed to be painted?
There will be no exposed metal building columns outside. Inside the store they
will be painted to match the wall color (antique white).
2. s the treated wood fencing to be left natural? Stained? Painted? What about the
Garden Center canopy?
All exposed wood will receive a clear seal coating.
3. The location of any mechanical equipment should be shown as well as any proposed
screening.
Air handling equipment will not be located on the roof, but will be inside the
warehouse area. Exterior components will be located at the rear left side of the
building and will be screened by farm equipment that is on display in this area.
4. PDFs or printed copies of the light fixture manufacturers’ sheets should be provided
separately from the plan set.
I have now provided the requested lighting manufacturers’ sheets.

Regards,

Jonathan Bishop
Project Supervisor

Real Estate and Construction
Office: (804) 281-1341
Mobile: (804) 314-4130

Fax: (804) 287-1088
SouthernStates.com

7 SOUTHERN STATES

Farmer owned since 1923,


http://www.southernstates.com/�

Town

) e . CERTIFICATE OF

urcelville ey iormovar

221 S. Nursery Avenue Purcellville, VA 20132
Phone: 540-338-2304 Fax: 540-338-7460

cpax |4-b5

Please fill out all information in order to ensure the scheduling of your agenda item

Street Address of Property: Y /| N &Vﬂ\ | Streer Parcel #: 488~ Y6-5723

Owner Name: Southern States loudoun Coun ;L.,, C@,«aeraﬁ o

Business Name:  Southern  Statey

Authorized Agent (if apphcable) Jenathén Biche o~ Project Superiivor. Southesn Statey
Mailing Address: E606 W Rrped Street . R:‘Lﬁmwﬁ/, qu 23730

Daytime Telephone Number (s): __ (F09) A&/ - 1371

Project Description

@@ O Addition [0 Alteration [0 Accessory Structure [E/Demolition

0 Repainting [ Minor Landscaping Structure [1 CDA Amendment O Other:

/
Contractor: N / A
Address: Phone:

Written Description Attach additional sheet, if necessary: Describe clearly and in detail the nature of the project,
including exact dimensions for materials to be used (e.g., width of siding, windows and window trim, etc.)

Acknowledogement of Responsibility

I understand that all CDA application materials must be complete and must be submitted
fourteen (14) days before the BAR meeting date and that I or an authorized representative must
be present at the meeting; otherwise consideration will be deferred to the following meeting. I agree to comply with
the conditions of this certificate and all other applicable Town regulations and to pursue this project in strict conformance
with the plans approved by the BAR. I also understand that the BAR or Town Staff may need to perform an inspection of
my property as it relates to this application. [ understand that no changes are permitted without prior approval of the Town,
and that failure to follow approved plans is a violation of the Purcellville Town Code and Zoning Ordinance.

Signature of Owner or Authorized Agent:

Printed name:ﬂ«_/;’ na? /’414 D ﬁ{r Ao,g
£

See reverse side of this form for required submission materials. Applications will not be accepted for
scheduling without all required materials. The submission deadline for complete applications is fourteen
days prior to the meeting date.




Architectural Materials Checklist:
This checklist is intended to assist you in preparing your application to the Board of Architectural Review. This
is not intended to replace your application or any other requirements of the Design Guidelines and Standards.

Foundation:

Material: (example- Brick, Stone, QOnc1-ete, etc)
( SNCr e 7Le

Color:

Roofing:

Material: (example- standing seam metal, shingles, shakes, etc)
5 7{414&4'@ MY@‘?M or  frdifen fajfene. Meta! a0 Ca sgny Koo £
P

Color: (example- copper, prefinished, painted, etc) J. i 'Me‘m J %f?qu Lae

Exterior Wall Surfaces:
Material(s): (example - brick, stucco, hardiplank siding, board and batten, etc)

/?Oﬁlf‘z{-( L &#@m Mé'fﬁi/ Wall Finelt ansd SHhieeo

Color(s): gS 7wa - é?‘rm/ cilszp}, Walt Punely - [Slue

. <
Wall Paneld yudo.- &ﬂwr;,a/:, = lan

Windows and Doors:
Window/Door Type: (example: Aluminum storefront, Double Hung, Casement, etc)

Davk Bronze Auwpius _ StoceBont

Window/Door Material: (example: Wood, aluminum clad, vinyl clad, etc)

Muntins (example: true divided, simulated divided, etc)

Other Materials: (to include but not be limited to Shutters, trim, porches, chimneys, etc)
Material(s): Wood Hfence aT B ol gupiden tendes,
8#1(;4{, dé@"f.lﬂ /fh /”\ 7(22&74;¢ f"{;’um 5;0}/'“/134'\-‘/ 0?[] 5&;;‘/&/@’»4 75:" fj:’v/ulfy—}zta /zl'u: el
lwred T _S“fé(*'-’# angd ‘7/“29141 2 hﬂf of fﬁm/&q cen o Fo /n:::fﬂﬁvﬂ //}’&ic 54; gasr? sidk.
Color(s):

For alterations and renovations, if any changes are proposed to an existing structure’s materials and/or color
scheme please outline them below (attach a separate sheet if needed):




774 SOUTHERN STATES

Farmer owned since 1923.

Loudoun County Cooperative
261 North 21* Street

Route 690 North

Purcellville, Virginia 20132
(540) 338-7136 Phone

(540) 338-4244 Fax

Southern States Loudoun County Cooperative, Inc. is planning to build a new Retail Farm
& Home supply location to replace the existing 1950’s facility. Loudoun County
Cooperative has been in existence since 1934 serving the farming needs in Loudoun and
the surrounding counties.

The Retail Farm & Home store design will be a 12,000 square foot building consisting of
approximately 6,000 sq ft showroom, 5,000 sq ft warechouse and 1,000 sq ft office area.
The conceptual exterior will consist of an “old country store” appearance, attempting to
retain the rural tones of the county and emphasize our current business plan.

Demolition

The construction of a new store on the existing site will require the demolition of the
existing 1950’s building. The current design and condition of the existing store no longer
suits the customers we serve. Today customers must walk up the concrete steps of the
loading dock to enter the store showroom. The existing showroom and bathrooms are
small and inadequate to meet today’s codes and standards.

Work will be phased to allow for continued operation of the existing store while
construction of the new store is completed. Only after the new store is ready to move in
will the old store be demolished.

General Design Elements

The new store in Purcellville will be located on the same parcels that the existing store
occupies with the front of the store facing 21* Street. The design elements of this store
will be consistent with Southern States’ newest “Model Store” plans.

Parking will be located in front of the building and along the sides as shown on the site

plan. A garden center and outside farm equipment display area will be located to the east
side of the building. A wood fence and trellis structure will be built along the front of the
garden center. Black chain link fencing will be used from the front corner of the building



to the property line to the east, and from the end of the Garden Center fence to the
property line to the west.

The front canopy of the building will consist of metal roof and wall panels as well as
stucco (see front elevation drawings and pictures). Board and batten style metal wall
panels will be used under the canopy (see MPW panel profile sketch; sample to be
provided at meeting).

An enclosed vestibule will be centered under the canopy and have sliding glass doors on
each end. A double sliding glass door will lead from the vestibule to the retail showroom.
The vestibule will be dark bronze aluminum storefront with clear glass.

Recessed can lighting will be provided under the canopy. Exterior wall packs and
parking lot lighting will be provided as needed (see exterior lighting plan provided).

New landscaping will be provided along the road frontage as required by the Town of
Purcellville and will include both trees and shrubs.

The two existing entrances to the site will be relocated. For this reason repairs will be
necessary to the sidewalk along 21% Street.

Market Considerations

The showroom merchandise will concentrate on products for the homeowner and attempt
to develop a product mix to suit the changing needs of Loudoun County. As the
agricultural landscape changes in the county, we realize we must adjust our marketing
focus and sell the right product mix to meet the needs of the “rural lifestyle”.
Homeowners are relocating to Loudoun County for it’s rural attributes. We feel we can
offer a newly expanded product line to keep their purchases in the county.

Southern States Loudoun Cooperative believes its planned use of the property will greatly
improve the site and continue to provide a valuable service to the county. While our
focus to serve the needs of the core agriculture producer will not change, we feel we must
adjust our customer awareness as the agricultural landscape continues to change.
Construction of a new retail facility will improve the Cooperative’s visibility within the
county and, we believe, benefit more citizens in the surrounding area with improved
product selection and service.
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7” DEEP MH SERIES 7 M H
DEEP PAR30/38 OPEN REFL/BAFFLE :
/ / SPECTRUM
‘ 100 WATT MAX IS IRG S8 i f=Cha
!
* 7" MH Series. 1. SPECIFY FRAME
* Available open. FRAME WATTS BALLAST LAMP OPTIONS
» 20 gauge galvanized steel frame. " v
* 12" bar hangers expandable to 24” stondard. | g7V o Rl ERE BTt o
= .0625 spun aluminum reflector. Sitver 7~ BH27-27" Mounting
 Junction box pre-wired, grounded. Metal Halide Bars (2 plersei')
+ Electronic ballast 120/277Vstandard. Micads oal i A
» Ballast serviceable from the ceiling aperture. Housing 1-450
= Suitable for use in damp location. Lensed SCA-Slope Ceiling
fixture has Wet Location option. Adapior s
» UL listed to standard no.1598. gg&iﬁéﬁﬁﬁﬁﬁiﬁ
SIDE VIEW Two sockef posifions 120v
for chicce of wide or QRS277-Quartz Restrike-
mediurn disribution 277V
ELECTRONIC
Rl SP7MH 100 [EX FS/
N
®®
i 2. SPECIFY TRIM
°a
-f s o
TOP VIEW o N
85 TRIM # FINISH OPTIONS
2159 2
i 7300 SG-Soft Glow  pp pojgneq
CL-Clear Alzak Flange
GO-Gold Alzck g po e
3 3 HZ-Haze Flange
PW-Pewter BR-Black
UM-Umber Alzak Micro
BE 5 WE-Wheat Alzak Baiffie
BL-Black Finlsh  wg white
WH-White Finish Micio
U 55 164 60 O PF-Polished Baffle
§ :é Flange
5 75 88 80 rrTrj.
m A
A o5/ 355 100 Q |
< Q 7300 SG PF
Q 11.6 37 12.0% -
= .
ZiMELRe 3. FINISHED ORDER:
Spacing: 0.90
Dimensions shown are nominal. Spectum ngfr;]ﬁng i; L
tinually i i oducts i
o s e e ot e hmense s [PROJECT: TYPE: —
appearance with or without written notice. MADE IN THE
SPECTRUM [cAtNo: L)
—_

LIGHTING, INC

www.speclight.com

994 Jefferson Street, Fall River, MA 02721 508.678.2303 FAX 508.678.2260



VA LiTHONIA LIGHTING

FEATURES & SPE(IFICATIONS

INTENDED USE — For building- and wall-mounited applications. .
CONSTRUCTION — Rugged, die-cast, single-piece alumlnum housing. Die-cast doarfmme has 1/8" lhlrk
tempered glass lens. Doorframe s fully gasketed with one-piece solid silicone.

Finish: Standard finish is textured dark bronze {DDBT) corrasion-resistant pofyester powder finish. Addmonal
architectural colors are available. Striping is also available.

OPTI(S — Segmented reﬁectnrsforsuperlurumfurmrtyandconlrui Medium throw (MD) full cutoffdownlight
distribution available. Two uplight distributions available: MDU (medium throw, 10% up), and MDUS {up/ _
down medium throw, 50% up 50% down).

ELECTRICAL— Ballast: Class P, multi-volt electronic, high puwerfactor <10%THD, withstarting temperature
of 0°F (-18°Q).

Socket: High temperature thermoplastic with integral lamp retention clip.

INSTALLATION -— Universal mounting mechanism with integral mounting support allows fixture to hinge
down. Bubble level provides correct alignment with each installation.

LISTINGS — UL Listed {standard). CSA Certified (see Optians). Suitable for wet locations (dampocation listed
inlens-up orientation). WLU option offers wetlocation listing in up orientation (see Options). P65 Rated. 25°C
ambient, ELED: U.S. Patent No. 7,737,640.

WARRANTY — 1-year limited warranty. Complete warranty terms located at

www.a(uTg[brands.:omz(ustumerﬂesuurces{!erms and _conditions.aspx

Note: Specifications subject to change without notice.

(atalag
Number

Notes

Type

Specifications
Length: 18 (45.7)
Depth: 9{22.8)
Overall Height: 7-1/4 (18.4)
*Weight: 30 (13.6 kg)

Al dimensions are inches (centimeters) unless otherwise indicated.
*Weight as configured In example below.

Decorative Wall-Mounted Lighting

WSR

COMPACT FLUORESCENT:
26WDTT
26W-42WTRT

I
7-1/4
(184)

|—(45 7J_'| l_(223)_|
M

NIGHTTIME
FRIENDLY
Conustent with LEED®.
T oo S o
for Fght pa.tian recuctcn

ORDERING INFORMATION Example: WSR 42TRT MD MVOLT LPI
WSR
Series | Wattage | Distribution Voltage | Ballast Mounting Qptions
WSR | 26017 Downlight distributions 120 (blank) Electronic0°F {blank) Surface mount Shippedinstalled in fixture
2/26DTT MD  Medium throw 277 Shipped separately? D12 Emergency drcuit 12-volt (35W lamp included)®
26TRT p/down distributions 347 BBW  Surface mount 20C12  Emergency drcuit 12-valt (two 3SW lampsincluded)’
226787 | MDU  Medium throw with10% MvoLy back box DQ2012  Emergency dircuit 12-volt (20W lampincluded)?
37TRT uplight (coated lamp std.) UTS  Uptilt 5 degrees 2DC2012 Emergency dircuit 12-valt (two 20W lamps
2532TRT MDU5  Up/down medium throw incudedf®
with 50% uplight and DEL Diffusing lens
i 50% downlight (coated R
2/42TRT lampstd.)
Options (continued) Finish* Lamp'®
EC Emergency drcuit GMF lnts_:masl Tsluw—blow Shipped separately® (blank)  Dark bronze, textured i.l_’l Lamp
ELDW  Emergency battery pack (32°F min.operating temp.}55”. fusing® ) W& Wire guard DSST  Sandstone, textured induded
ELDWC  Emergency hattery pack (0°F min.operating temp.)*"%9 K f;‘;e‘;’%]e“”‘ ElbUton  ve  Vangal guard DNAT  Natiral aluminum, textured | WLP Lesslamp
ELDWR  Fixture wired ready for Bodine® B30 battery pack (battery WLU  Wetlocation door foru DWHG  White, textured
pack not included; 32° min. operating temp)® orientation r DBLB . Black, textured
ELDWRPS  Fixture wired ready for PS1400 or PSDL remote battery pack A (SA certified CRT  ° Non-stick protective coating™
{battery pack not included; 32° min. operat]ngtempP n " e o
0M - NOM certified uper Durable Finishes
ELED Emergency LED secondary source battery pack with time delay ! DOBXD - Darkh
(-4°F min. operating temperature)™ ™ ark bronze
2ELED  Emergency LED secondary source {two modules) battery pack DBLXD . Black
with time delay (-4°F min. operating temperature)™™ DNAXD  Natural aluminum
DWHXD  White
DDBTXD  Textured dark bronze
DBIBXD  Textured black
DNATXD  Textured natural aluminum
DWHGKD  Textured white

GUTDOOR

WSR_CF



(A LiTHONIA LIGHTING'

v

FEATURES & SPE(IFICATION s

INTENDED USE
Ideal for mounting above entryways and luadmg docks.
CONSTRUCTION

Rugged, corrasion-resistant die-cast aluminum back housing and hinged door frame. Castings are sealed
with @ one-piece gasket to inhibit the entrance of external contaminants. Lens is thermal- and shock-
resistant dear tempered glass. Finish is bronze polyester powder pamt for lasting durability.

OPTICS

Anodized atuminum reflector, pruvxdesIES cutoff distribution. Optional fulf cutoff visor available.
Medium-base lamp included in carton.

ELECTRICAL S ;

HID: Ballast is high-reactance, high-power-factor for 70-150W. Ballast is 100% factory-tested.

Socket: Medium-base sodcét, nickel-plated screw shell and center cantéct.

INSTALLATION

Housing is configured for mounting directly over a standard 4" outlet box or for surface wiring via any of
three convenient 1/2" threaded conduit entry hubs.

LISTING

UL Listed to US and Canadian safety standards-(see Uptlons) Smtable for wet locations (25°C maximum
ambient temperature).

Spedfications subjact ta change withaut notice.

Gatalog
Number .

Notes

Type

Cutoff Wall Packs

TWR1C

- METAL HALIDE: 70-175W
HIGH PRESSURE SODIUM: 70-150W

NIGHTTIME
FRIENDLY
Consistent with LEED® goals

& Green Globes™ criteria
for light poliution reduction

/////
w2 —

4 Sgeaﬁmﬂans
Height: 10-1/4{26.0)
Width: 13 (33.0)
Depth: 8-1/2(21.5)

*Weight: 16.45lbs/ 7.46kg

All dimensians shown in inches {centimeters) unless otherwise noted.
*Weight as confiqured in example below.

Example: TWR1C 100MTB LP)
Catalog Photocell Lamp Available
Number Wattage Voltage induded induded in Canada
Metal halide
TWR1C70M 120/347 LPI (SA 70 120347 N Y Y
TWRICZOMTBLPI 70 120/208/240/277 N Y N
TWR1C 100M 120/347 LPI (54 100 120347 N Y Y
TWR1C 100MTB LP| 100 120/208/240/277 N Y N
TWR1C150M 120 PELPL 150 120 Y Y Y
TWR1C150M 277 PELPI 150 277 Y ¥ Y
TWRIC150MTB LPI 150 ) 120/208/240/277 N X N
TWRIC 175M 120/347 LPI (SA 175 120347 N Y Y
High pressure sodium

TWR1C705 120/347 LPI (5A 70 1207347 N ¥ Y
TWR1C 705 TB LPI 70 120/208/240277 N Y N
TWR1C 1005 120/347 LPI (SA 100 1201347 "N Y Y
TWR1C 1005 TB LPI 100 120/208/240/277 N Y N
TWR1C 1505 120/347 LP| CSA 150 120347 N Y. Y
TWRICT505TBLPI 150 120/208/240/277 N Y N

Accessaries: Order as separate cafalog number.

Shipped separately
TWRICFCVU . Full cutoffvisor
TWRICWGU  Wireguard
OUTDOOR TWR1C-M-8



CFT632HEB

One 26W, 32W, or '
42W Triple Tube 4-Pin Lamp
Non-IC Rated

120V, 208Y, 240V, 277V, or 347V

6" Horizontal Triple Open ~~ veE.
& Wall Wash DOWnlight FIRM NAME:
PROJECT:

fis :

wiriUBb Maximum Ceiling Thickness: 1'/4"
For conversion to millimeters,

Featuring 4\ VirtualSourcebs @vsss Reflectors

Featuring QVirtua[Sourcg @vs Reflectors

APPLICATIONS:

The CFT632HEB offers a horizontally
lamped compact fluorescent downlight and
wall wash fixture that provides superior
brightness and glare control. The multi-
watt multivalt ballast provides the ability
to change wattages by simply replacing
the lamp. This luminaire is ideal Eﬁr a
wide variefr of low to medium height
ceilling applications including commercial,
retail, and hospitality. The CFT432HEB
is compatible with the Signosé family of
architectural elements.

HOUSING:

One-piece 18-gauge galvannea! steel
platform. Prewired Jbox with snap-on
cover for easy access. Yented at lamp tip
and socket for maximum light output. Same
housing accommodates downlight and wall
wash downlight reflectors.

REFLECTOR:

High purity aluminum Alzak Virfual Source®
iridescence suppressed reflector. SelFtrim
standard. Painted white self4rim available.
Baffled units stondard with painted white
selftrim.

171720 multiply inches by 25.4
W/ EM Neot fo Scale
: 14.3/8"
W/O EM
BALLAST:
One (1) compact flucrescent Class ‘P’ FF
electranic mulfivolt {120V through 277V) ballast s
suitable for operating 26W, 32W, and 42W @ il
triple tube lamps. EQL protection standard. ®
Accessible from below ceiling. 347V available \ =
[specify wattage when ordering). 128/8 MM Ll s o g
LAMP: 1
One 1] 26W (GX24q-3 base], 32W (GX24-3 ®
base}, or 42W (GX24q-4 base) 4-pin friple tube = ®‘ = e
compact fluorescent lamp. Lamps furnished by o
others or as opfion below. I O i
SOCKET: e \

One (1) injection molded socket suitable for
26W, 32W, and 42W friple tube lamps (vented).

INSTALLATION:

Universal adjustable mounting brackets
accommadate 1'/2" or 3/4" lathing channel
or /2" EMT (by others), or Presco\?iie 24" bar
hangers {824 or B&).

LABELS:
UL listed or UL/CSA listed with CDN option

f

Mio®
e X vs
YR s 6178 Bvess

@ )51/4"@vsss

|

for damp locations. Approved for through g -
wiring.
Non-type I.C. 1

LAMP INCLUDED OPTION:
Specify lamp type T (Triple 4-pin} and
temperature as shown below.

=

CATALOG NUMBER:
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| PHOTOMETR'C DATA - Architekttr - 6" Horizontal Triple Open

& Wall Wash Downlights - CFT632HEB
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with Specular Clear Alzak Reflector %’m:NANGE DATA IN CANDELA/SQ. METER
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90° Angle o a5 oo 85 0 0 0
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7H° 5 544 552 563
15 572 599 620
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AVERAGE INITIAL FOOTCANDLES ON WORKPLANE
Assumptions:
1. Ceiling 80% Wall 50% Floor 20%
2. 4 luminaires evenly spaced in the center of the room.
3. The room is square and has a width and length equal
to twice the luminaire spacing (LS).
4, RCR is Room Cavity Ratio.
5. Dirt and Lumen Depreciation Factors are 1.0
6. Ballast Factor is 1.0 for ballasted fixtures.
7. h,_is height between fixtures and workplane

RCR7 Standard Reflector 55 Degree Option
Average Initial@vs  Average Initial @vsss
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10.0 14 8 8
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NOTES
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SECTION 07410 - PREFORMED METAL PANELS

PART 1 - GENERAL

1.1 DESCRIPTION:
Provide all labor, materials and equipment necessary to install the front wall metal siding,
front canopy metal roof, metal soffit and soffit suspension system including all accessories,
snow guards, ridges, hips, valleys, related flashings, clips, underlayment, etc.

1.2 REFERENCES

A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated or
Zinc-Iron Alloy Coated by Hot-Dip Process

B. ASTM A755/A755M - Standard Specification for Steel Sheet, Metallic Coated
by the Hot-Dip Process and Prepainted by the Coil Coating Process for
Exterior Exposed Building Products

C. ASTM A792/A792M - Standard Specification for Steel Sheet, 55%
Aluminum-Zinc Alloy-Coated by the Hot-Dip Process

D. ASTM E-1592 - Standard Test Method for Structural Performance of Sheet
Metal Roof and Siding Systems by Uniform Static Air Pressure Difference

1.3 QUALITY ASSURANCE:
A. Manufacturer's Qualifications:
1. All panels are to be factory formed and packaged per job requirements.
2. Manufacturer shall have a minimum of ten years experience in the factory
fabrication of metal roof panels.
3. Specification is based on the products of Atas International, Inc. Other
manufacturers of metal panel systems shall be accepted as an alternate
with prior approval.
B. Installer: Company shall specialize in this type of work and not have less than
five years experience.

1.4 SUBMITTALS:
A. Submit manufacturer's current product specifications and installation
instructions.
B. Submit shop drawing showing plan and elevations as required. Drawings shall
include details of trim and flashing conditions, fastening and anchoring
methods, etc.

1.5 DELIVERY, STORAGE AND HANDLING
A. Deliver all materials in original unopened packages with labels intact.
B. Protect materials from damage during transit and at project site. Store under
cover but sloped to provide positive drainage. Do not expose materials with
strippable film to direct sunlight or extreme heat.

Section 07410 — Preformed Metal Panels



1.6 WARRANTY
A. Submit manufacturer's standard 20 year finish warranty for color retention,

adhesion and chalking.
B. Submit 2 year weathertightness and workmanship warranty from installer.

PART 2 - PRODUCTS

2.1 MATERIALS:
A. Front Canopy Roof Panels: Atas International, Inc. panel “MPW-12”, 24 gauge steel,

smooth texture, with Kynar 500 or Hylar 5000 finish.

B. Front Wall Metal Siding: Atas International, Inc. panel “DWF”, 24 gauge steel smooth
texture, with Kynar 500 or Hylar 5000 finish.

C. Metal Soffit Panels: "Wind-Lok" MPV120 panels by Atas International, Inc.,
rollformed .024 aluminum with white polyester finish.

D. Colors shall be selected from manufacturers standard.

2.2 ACCESSORIES
A. Provide formed flashing, trim, etc. in same gauge and finish as the
primary panel system.
B. Provide corrosion resistant fasteners as required for project conditions and
panel type in accordance with manufacturers recommendations.
C. Provide all other accessories necessary for complete system.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Installer shall examine all substrates on which the panels are to be applied for
compliance with Contract Documents and panel manufacturer's
recommendations. Notify Engineer of any discrepancies prior to commencing
work.
B. Installer shall field verify all necessary dimensions prior to fabrication of
materials.

3.2 INSTALLATION

A. Install metal panels and accessories in strict accordance with manufacturer's
instructions and shop drawings.
Protect surfaces from contact with cementitious materials and other dissimilar
metals with bituminous paint or other coatings.
Fasten panels to structural supports using fasteners provided by or approved by
panel manufacturer. Install panels plumb, level, and true to line.
Fully interlock panels or nest with adjacent panels: apply sealant as required to
achieve weathertight installation.
Install roof panels with no transverse seams.
Remove protective film immediately after each panel is installed.

c 0w
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G. Do not allow shavings, metal dust or chips to fall on panels or adjacent
surfaces.

H. Care shall be taken during handling of panels to prevent bending, twisting,
abrasion, scratching, denting, etc.

1. Workmanship shall comply with standards established by the Architectural
Sheet Metal Manual.

J. Where staging of this work occurs on other surfaces provide means to protect
these surfaces from damage.

3.3 ADJUSTING AND CLEANING
A. Touch-up minor abrasions with matching paint provided by the panel
manufacturer. Remove and replace panels that cannot be satisfactorily touched
up. See Metal Construction Association Technical Bulletin #95-1051.
B. Sweep and remove all chips, shavings and dust from roof on a daily basis.
C. Upon completion of installation, remove scraps and debris from project site.

END OF SECTION

Section 07410 — Preformed Metal Panels



SECTION 09900 - PAINTING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:
The General Provisions of the Contract including the General, Supplementary and Special

Conditions apply to the work specified in this Section.

1.2 DESCRIPTION:
Furnish all labor, equipment and materials to do all interior and exterior painting as required

for a complete job. The work shall also include surface preparation of substrates as required for
acceptance of paint, including priming, cleaning, small crack repair, minor patching and caulking.

1.3 SUBMITTALS:
1. Submit Technical Data Sheets and Material Data Safety Sheets for all products for

review.
2. Submit to Engineer a complete color chart for Owner's selection.

1.4 PRODUCT DELIVERY, STORAGE & HANDLING:
1. Deliver and store all paint materials in sealed, original labeled containers bearing
manufacturers name, brand name, type of paint or coating and color designation.
2. Store materials not in use in tightly covered containers in well ventilated areas at a
minimum ambient temperature as recommended by manufacturer.

PART 2 - PRODUCTS

2.1 PAINT MATERIALS:
Use of manufacturer product names to designate materials is not intended to imply that

products name indicated are required to be used unless otherwise noted as “No Substitute
Allowed”. Materials from other manufacturers must be of equal or greater quality than that
specified.

A. Interior metal doors, frames, pipe bollards, etc.:
1. First coat: Porter 286 Fast Dry Metal Primer
2. Second coat: Porter 129 Alkyd Satin Enamel
B. Exterior metal doors, frames, pipe bollards, etc.:
1. First coat: Porter 286 Fast Dry Metal Primer
2. Second coat: Porter 599 Acrylic House Paint
C. Interior gypsum board:
1. First coat: Porter 767 Primer/Sealer
2. Second coat: Porter 689 Flat Latex Wall Paint

Section 09900 - Painting



D. Interior gypsum board in toilets & electrical:
1. First coat: Porter 667 Primer/Sealer
2. Second coat: Porter 129 Alkyd Satin Enamel
" E. Metal roof and siding at front canopy:
1. First & second coat: Sherwin Williams A-100 Exterior
Gloss Latex (Color to match “Southern States Blue”, mix formula
provided by owner)

PART 3 - EXECUTION

3.1 GENERAL:

1. Perform preparation, cleaning and application procedures in strict accordance with
paint manufacturer's instructions for each particular substrate condition. Comply with
manufacturer's recommendations concerning environmental conditions under which
the paint may be applied.

2. Verify environmental conditions are appropriate for application of paint specified.
Immediately prior to paint application examine surfaces to receive paint for surface
imperfections, contaminants and moisture which could impair performance or
appearance of the paint. If any of these conditions exist they shall be corrected before
proceeding with paint application

(O8]

3.2 PREPARATION OF SURFACES:
1. All surfaces shall be cleaned of foreign matter, dirt, dust, etc. before applying paint
following manufacturer’s recommendations..
2. Remove or protect hardware, electrical plates, grilles/louvers, lighting fixtures and other
items not indicated to receive paint which are adjacent to surfaces to receive paint.

3.3 NUMBER OF COATS:
Apply number of coats shown above. Paint shall cover entire surfaces perfectly.

3.4 CLEAN-UP:

Clean all other surfaces of paint, etc. before final inspection.

END OF SECTION
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MINUTES
BOARD OF ARCHITECTURAL REVIEW
REGULAR MEETING

FEBRUARY 18, 2014
7:30PM

The Regular Meeting of the Purcellville Board of Architectural Review convened at 7:30
p.m. and the following attended:

PRESENT: Dan Piper, Vice-Chairman
Jim Gloeckner, Board Member
Mark Ippoliti, Board Member

ABSENT: Pat Giglio, Chairman
Greg Wagner, Board Member
Keith Melton, Town Council Representative

STAFF: Patrick Sullivan, Director of Community Devel opment
Daniel Galindo, Planner 11
Tucker Keller, Planning Technician/Recorder

CALL TO ORDER:

The Regular Meeting of the Board of Architectural Review was called to order at
7:30PM.

PUBLIC COMMENT:

None

ACTION ITEMS — ADDITIONS, ALTERATIONS & DEMOLITIONS:

a) CDA 14-01 AutoZone (711 East Main Street)

Carolyn Thaemert preconstruction specialist for AutoZone came forward to speak.
Ms. Thaemert went over some items with the BAR regarding their application.

Board member Piper made a motion that the BAR approve CDA 14-01 AutoZone
with the following findings based on the design guidelines as well as the Zoning
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Ordinance. For consistency within the complex, all of the trim will be wood, and it
will be painted white with the exception of the red sash frames as depicted on the CE-
1 drawing. The door will be awhite aluminum or wood at the applicant’s choice.
Thetrue divided light will be maintained and sized asis currently on the facade, so
the proposed raised sill will not be allowed. You will use the sill location that is
currently in place. Inlieu of ablack opaque glazing, for consistency within the
complex, we are going to require the light grey spandrel. All infill brick will match
the existing building, and while it wasn’t on the application, we agree that the service
door in the rear can be painted red.

Motion: Board member Piper
Second: Board member Ippoliti
Carried: 3-0-2 with Giglio and
Wagner absent

b) CDA14-02 Mary Ellen Stover Antiques Awning Fabric Replacement (120 N. 21% Street)

Board member Gloeckner made a motion that Board accept the approved sample of a
bei ge with maroon and green striped canopy fabric for CDA14-02 Mary Ellen Stover
Antiques Awning Fabric Replacement.

Motion: Board member Gloeckner
Second: Board member Piper
Carried: 3-0-2 with Giglio and
Wagner absent

ACTION ITEMS - AMENDMENTS:

None Scheduled

ACTION ITEMS - NEW CONSTRUCTION:

None Scheduled

DISCUSSION ITEMS:

a) Content of Meeting Minutes

The BAR discussed what they would like to see in the contents of the minutes and it
was decided that they would summarize what they wanted to say within the motion.
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INFORMATION ITEMS:

a) Results of Appeasto Town Council Regarding Vineyard Square

APPROVAL OF MINUTES

Board member Piper made a motion that December 18, 2013 minutes be approved as
submitted.

Motion: Board member Piper
Second: Board member Gloeckner
Carried: 3-0-2 with Giglio and
Wagner absent

Board member Piper stated that he would like to attempt to clarify some things that he
would suggest that we as a Town do better on related to this process specifically the staff
reports. He wants the staff to know that he appreciates all of their effort but he takes
issue with alot of what iswritten in the reports. He stated that he needs to go through it
and he needs to read through what he has written and it will be in the record and he can
give acopy of what has been written to staff aswell asto the Clerk. He also stated that
he does not want staff to feel attacked by him. Board member Piper stated that he made
it apoint to take the report for the AutoZone because what it is not that controversial he
has comments that relate directly to the report. He stated read the following into the
record, “as appeals to the BAR decisions appear to be on the rise we have become
increasingly aware of the content of comments from staff related to application. Since
applicants rely on and use staff report content to further their position it is necessary for
the BAR to point out inconsi stencies and make corrections to the report for CDA14-01
for the record, the following comparison identifies some items that are not addressed
along with items noted which are really not relevant to the project. It'sunclear to the
BAR why some items are noted and others are not, this discrepancy should be discussed
and clarified. Asaninitia comment, any approvals by landlords or preferences by
corporate entities are not relevant to a discussion on the appropriateness of adesign or
compliance with design guidelines, therefore should not be noted or considered, for
clarity these comments should be read aong with the staff report, so related to the zoning
historic corridor overlay he would say that the BAR disagrees with finding number one
because the balance and rhythm of the fagade is in fact being altered by this application
and the fagade has in fact changed so to suggest that the proposal maintains the existing
appearance of the building with primary modifications being adding a doorway and
adding red framing is just not correct. Comment number two, it’s unnecessary and not
applicable to the project, comment number two had to do with the proposal does not
modify the existing building to an extent that would alter its compatibility with other
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structuresin the vicinity, that’s just not germane to the proposal. Comment number 3isa
true statement however it should not be a basis for approval or denial of any proposed
design. This particular statement has to do with a business would be opening its first
location in Purcellville therefore creating new jobs, our responsibility and as a design
Board isto look at the design and not worry about the cost or the semantics or the process
and all of that we are looking to protect the Town as well as keep the structures
compatible with the rest of the Town. Comment number four the majority of materials,
colors, textures, treatments etc., would remain consistent with the existing building, the
red framing is requested to reflect colors of the Corporate identity. Again, the comment
states that the colors remain consistent with the existing building with the potential
exception of the proposed red framing. While | would disagree that thisis a potential
exception, it’s clear and obvious that the proposed primary red color isin no way
consistent with or sympathetic to the rest of the buildings. Also referencing the
Corporate identify has nothing to do with the design appropriateness of the proposed
color. Comment number five, the comment is about AutoZone's proposal maintains the
buildings existing architectural el ements which exhibit aesthetic durability and quality.
This comment is unnecessary and not applicable because elements are not proposed to
change. Thefact that there is a statement in the zoning criteria or the design guidelines
just because it exists doesn’t mean we need to make acomment on it and what seems to
be happening isalot of comments are selected to get commented upon and other
important ones are sort of ignored and you will see that aswe go on. Number six the
statement in the report is materials and treatments proposed are all durable materials and
incorporate the applicant’ s corporate colors which serve as a subtle advertisement
notifying perspective consumers of the businesses location and it’s not cleanly offensive
to human sensibilities nor does it constitute a foreseeabl e detriment to the community.
This comment does not relate to design, it’s subjective in nature and particularly the last
sentence and it’ s inappropriate for the review because it’ s talking about human
sensibilities which has nothing to do with the purpose of that particular requirement.
Context and compatibility in relation to the Guidelines and what iswritten in Section 1 is
that the proposal makes minor modifications to an existing, first of all the report doesn’t
list referencesto all itemsin this section of the design guidelinesit just selects the rules
of thumb portion to talk about which is D out of a number of sections so this goesto my
point that later on we make comments about alot of unnecessary sections and yet up
front in the compatibility portion we elect to pick only certain ones for some reason
which is not clear to me why, so Item 1 says that the proposal makes minor modifications
to an existing building that exhibits positive distinctive architectural style, this project is
not a new devel opment, therefore the comment is not applicable, the whole context and
compatibility section of the design guidelinesis not, this portion is about new
development not painting, trim work, those kinds of things so it’ sjust out of context to
even usethisonein thisreport. Item 2 which was not addressed, I1tem 3 the project has
no height and mass changes therefore the comment that was made is simply not
applicable. Number 4 was not addressed for some reason. Number 5 the section
addresses buildings and their respective orientation on the site, the comment thereforeis
unnecessary as the building footprint and orientation are unable to be changed and also
no change is proposed so why waste the paper. Site development is the next section, the
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building siting cannot be altered, comments therefore are completely irrelevant to the
application and yet we talk about the primary entrance to the lease space maintaining
current orientation, thisis not necessary to say so there are five points under site
development, we chose to talk about that one and we chose to talk about pedestrian
access which again is unnecessary but for some reason it’sin the report. Under C
General Design Guidelines, the facade articulation section does become one that’s more
important, however section one, section two and section three were ignored. Section 3is
about infill projects so it probably didn’t need to be talked about but Section 1 Character
Preservation is really important when we are talking about these windows that need to be
consistent, regardless of how well we like the building as an architect or as aperson isn’t
the point, it's about how doesiit fit and what are the proposed changes doing to the big
picture and is it right or wrong and this partly why, well 1 will talk about that in the end.
Facade Articulation, Section 4 long blank unarticulated street facades is what the section
istalking about and the comment is, “the application proposes no changes to the north or
west walls of the building which are largely blank and unarticulated currently, proposed
alterations to the front would maintain significant window and door openings’ so | say
that the BAR would agree in part with this comment however the statement “which are
largely blank and unarticulated currently” is an unnecessary editorial comment and |
think thisis agood example because in the Vineyard Square application there was alot of
editorial comment and those applicants launched and sucked up every one of those
editorial comments, put them in their report and used them against good design and that’s
the point. B says the front facade is articulated through the incorporation of numerous
windows and a doorway, while the comment’ s true it’s not applicable, the fagade
currently has multiple windows and is not unbroken wit fenestration, nor is the proposed
design unbroken so why bother. C large unbroken facades, now we are talking about the
unbroken facades. It says facades, surfaces at the storefront level are broken by use of
display windows which are broken by use of display windows which are consistent with
those currently found on the building and brick. The statement isincorrect, the proposed
storefronts are completely inconsistent with those found on the building, now as the
applicant has further elaborated tonight we now know there wouldn’t so they are more
consistent but until then and based on the documents produced, there is no way that the
writer of the report here or us as a BAR knows what they are proposing and thisisalso a
common theme that seems to happen is we get documents that are not clearly developed
enough for usto actually give an opinion, it happened at Vineyard Square, we sit here
asking question after question and they can’t even describe what they are doing because
number one they don’t know, it’s still too conceptual yet they are in front of us and when
they comein front of usit starts atimeline, once that timeline starts we have been
instructed, we have no option but to render an opinion, either deny or approve and if the
applicant is unwilling to work with us, whatever that means, then we have no choice so
we are locked in so that’s why it behooves the Town to ensure that the paperwork is
complete enough for us to review and if it’s not, we should turn it away and | don’t care
if they are pushing and saying | have abudget and | have 15 people in aroom working on
drawings and | haveto get in front of them, if it isn't ready to review it isn’t ready to
review and if we can’t say that because we don’'t know if they are ready by looking at it
then we need to get someone who can assist knowing if they are ready and then have a
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comment. The Standards for Rehabilitation section of the guidelines doesn’t need a
comment, Storefront Design, A was not addressed by the staff, windows must be
compatible with fagcade themes, and this item deserved a comment. B says the proposal
retains the existing covered arcade, the comments are unnecessary asthe arcade is
unchanging, it’sin the overall building component it’s not something that the tenant is
going to be able to tear down and | don’t know why it was necessary for that comment.

C wasn't addressed, D is fagade color, this comment is superfluous because the important
item which was not mentioned in the report is that the infill brick must match the existing
brick exactly, furthermore the red color is afacade component and it also should be
addressed but those things were not brought up on the report. E talks about the field
color of the fagade will remain the existing brick and the predominant trim color which is
white which is compatible with the rest of the building even the red of the proposed
storefront framing is found on the building where signage related to the nearby
businesses of Exxon, Walgreens and the Coney Island Diner and his comment is that this
comment missed the point completely, the predominant color may be white however the
red will be overpowering, we have since decided that the red is ok for avery good reason
it's paintable now, if it was an dluminum frame | couldn’t handle the red. This section of
the design guidelines references compatible colors and red is not compatible with this
building referenced in nearby buildings and particularly signage is completely irrelevant
to making amajor change to the facade of abuilding, signs come and go. F one base
color should be used for the entire fagade the comment is out of context because the
reference to one base color is not about variations in material and we are talking about
material differences when we are talking about the frame versus the brick versus wood
and the facade whereas this item here is talking about paint or trim color and things like
that so it’sjust out of context. G was not addressed. Board member Piper stated that he
would skip ahead to the end but still had statements that wanted to be added that he felt
were important. He stated that he found when he first wrote this he had to tone it way
down because he found himself personalizing it rather than just reading the statements
and asking what that statement means and he believes now it isreflective of that and that
was a good exercise for him because when the BAR wrote the design guidelines the
intent was that we are asmall Town we are buds down the street from one another, that’s
the idea not that we have this legidlative bureaucracy that won't allow or will alow and
so it was written with aflavor that allowed you to move back and forth from one position
to another while still using the credibility of the knowledge of the people here to help
everyone make a good decision but what has moved toward is that the Design Guidelines
are sort of set aside and the Zoning Ordinance takes precedent because someone said it
did and therefore they have used the terminology that we put in the Design Guidelines
that specifically says we' re not here to overstep our bounds nor are we here to step on the
Zoning Ordinance but let the Zoning Ordinance be what it is, it's for Zoning not to
legislate design and that’ s what this was for and it’s really gotten twisted and it’s not
anyone' sfault it’s just what happened and when the Design Guidelines were rewritten
they completely improved them it was offered to certain people one of which was on the
Vineyard Square team to review and they didn’t like it, well of course not it limits their
ability to do things for good reason so it was not adopted, that’s the truth but the point is
that unfortunately the reports have become and enemy to the Board, they don’t help the
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Board, we don’'t need those things written down, they are doing their job which isto take
the Design Guidelines and go through it with every package they get and make comments
that areright related to that process but now he has to go through five or six pages of the
report and figure out what he has to do to defend real design.

Staff discussed some of the BAR’ s concerns with them and explained how the staff
reports are put together.

BAR membersindicated that they would prefer to have just the facts stated in a bullet
format will serve the purpose for the BAR.

ADJOURNMENT:

There being no further business the meeting adjourned at 9:19PM

Dan Piper, Vice Chairman

Jennifer Helbert, Clerk



MINUTES
BOARD OF ARCHITECTURAL REVIEW
REGULAR MEETING
MARCH 18, 2014

7:30PM

The Regular Meeting of the Purcellville Board of Architectural Review convened at 7:30
p.m. and the following attended:

PRESENT: Pat Giglio, Chairman
Jim Gloeckner, Board Member
Mark Ippoliti, Board Member
Keith Melton, Town Council Representative

ABSENT: Dan Piper, Vice-Chairman
Greg Wagner, Board Member

STAFF: Daniel Galindo, Senior Planner
Tucker Keller, Planning Technician/Recorder

CALL TO ORDER:

The Regular Meeting of the Board of Architectural Review was called to order at
7:30PM.

PUBLIC COMMENT:

None

ACTIONITEMS—ADDITIONS ALTERATIONS & DEMOLITIONS:

a) None Scheduled

ACTIONITEMS- AMENDMENTS:

None Scheduled

ACTION ITEMS-—NEW CONSTRUCTION:

a) CDA14-03 Sun Trust Bank (160 Purcellville Gateway Drive)
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John Laughton, representative for the applicant, came forward to speak and gave the
Board a brief overview of what they are requesting.

Chairman Giglio made a motion that the BAR approve CDA14-03 SunTrust Bank as
presented with the following conditions:

1) That the capital on the stone veneer columns have atrim detail on the column;
2) That the approval of the two stone veneers as presented be accepted; and
3) That the wall mounted lighting will match those in the existing center.

The Board a so has the following two recommendations;

1) That the height and pitch of the roof, which defines the tower on the front
elevation, be increased; and

2) That the size of the rake boards be increased on the gable end features in order
to provide more detail and clarification of those gable ends.

Motion: Chairman Giglio

Second: Board member Gloeckner
Carried: 3-0 with Piper and Wagner
absent

DISCUSSION ITEMS:

a) None Scheduled

INFORMATIONITEMS:

a) None Scheduled

APPROVAL OF MINUTES

Chairman Giglio made a motion to approve the November 19, 2013 meeting minutes.

Motion: Chairman Giglio

Second: Board member Gloeckner
Carried: 3-0 with Piper and Wagner
absent

The Board decided to defer action on the February 18, 2014 minutes until Vice-Chairman
Piper has reviewed them.
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NEW BUSINESS:

Chairman Giglio stated that every year they have the Joint Architectural Review Board
Awards which award outstanding projects within the Towns that are reviewed by the
BAR. He stated that some of the categories that awards have been presented for in the
past are for signage, rehabilitation and restoration, and new construction and building
details. Chairman Giglio stated that he would like to nominate Catoctin Creek Distillery
for the work that they did in the rehabilitation category.

ADJOURNMENT:

There being no further business the meeting adjourned at 7:57PM

Pat Giglio, Chairman

Jennifer Helbert, Clerk
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